
GEN III HELLEPHANT & DRAGPAK ENGINE BLOCKS

Gen III Cast Aluminum Engine Block Standard Features

Hellephant Block: P5160271AA

 • 9.25” Deck Height(stock is 9.284”)
 • 6.2/6.4 Timing Drive, VCT Solenoid
 • Standard Lifter Pattern, .842 lifter bores
 • Standard cam bore, bearings installed
	 •	Delivered	w/	4.120”	bores,	require	finish	honing	to	4.125”
 • 4140 q/t billet main caps
 • 4 bolt M1 & M5, 6 bolt M2-M4
 • M12 Head Studs Included
 • Do not plug main oil gallery on timing end

Dragpak Block:  P5160272AA

 • 9.25” Deck Height(stock is 9.284”)
 • 6.1 Timing Drive, No VCT Solenoid
	 •	.937	Keyway	lifter	bushings,	require	finish	hone
 • 60mmRB cam bore, bearings not included
	 •	Delivered	w/	4.120”	bores,	require	finish	honing	to	4.125”
 • 4140 q/t billet main caps
 • 4 bolt M1 & M5, 6 bolt M2-M4
 • ½ Head Studs Included
 • Plug main oil gallery on timing end

MOPAR Blocks can be purchased by calling Callies at 419-435-2711
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